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STF100-S

STF100-SR •

STF100-PCR • •

STF100-T •

STF100LV-T • •

STF100-TBS • •

STF100LV-TBS • • •

STF100-TR • •

STF100-H • •

STF100LV-H • • •

STF 100mm (4”) Axial
 SAPPHIRE RANGE 

Technical Data
Description 230V SELV (230/12V)
Max Extract Volume (l/s) 23 23
Max Extract Volume (m3/h) 83 83
Max Pressure (Pa) 25 28
Supply Frequency (Hz) 50 50
Specific Fan Power (W/l/s) 0.60 0.93
Max Power (W) 13.6 22.4
Max Sound dB(A) @ 3m 32 32
Weight (kg) 0.6 1.6 inc transformer

IP Rating X4 X4
Max Operating Temperature (°C) 40 40
Wall-Fit Hole Diameter (mm) 110 110
Warranty 2 yrs 2 yrs

Premium

Suitable for 

Ideal for replacement

BATHROOM TOILET

Measured in mm
A: 150

B: 150

C: 37

D: 99

E: 139

F: 75

G: 75

u     Provides effective ventilation

u     Quiet in operation

u     Ability to mix and match fascia options

Dimensions

Performance

www.polypipe.com/ventilation/fans Warranty: 2 yrs standard Technical assistance: Call 08443 715523 Email: vent.marketing@polypipe.com 

Axial Fans

  Comply with current Building  
Regulation requirements

  Offers a very low SFP down to 0.22 W/(l/s)
  Quiet in operation
  Stylish fascia to fit interior design scheme
  Ability to mix and match fascia options
  Reduces carbon emissions

100mm (4") Energy Efficient

Models 
GTF100-S     
GTF100LV-S 
GTF100-SBS     
GTF100LV-SBS     
GTF100-SR   
GTF100-PC    
GTF100LV-PC     
GTF100-PCBS    
GTF100LV-PCBS    
GTF100-PCR     
GTF100-T      
GTF100LV-T      
GTF100-TBS      
GTF100LV-TBS      
GTF100-TR     
GTF100-H      
GTF100LV-H      
GTF100-HBS      
GTF100LV-HBS      
GTF100-HPC      
GTF100LV-HPC      
GTF100-HPCBS      
GTF100LV-HPCBS      
GTF100-HPCR      
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Technical Data
Description 230V SELV (230/12V)
Max Extract Volume (l/s) 23 24
Max Extract Volume (m3/h) 83 86
Max Pressure (Pa) 30 27
Supply Frequency (Hz) 50 50
Specific Fan Power W/(l/s) 0.37 0.22
Max Power (W)  8.5 4/Standby 0.2
Max Sound dB(A)@3m  32  32
Weight (kg)  0.7 0.8
IP Rating  X4 X4 
Max Operating Temperature (°C) 40 40
Wall-Fit Hole Diameter (mm) 110 110
Warranty 2 yrs  2 yrs

Measured in mm
A: 150     B: 150     C: 37     D: 99     E: 139     F: 75     G: 75

A
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E

Dimensions
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SHORT
DUCT

IDEAL FOR

RUNS

TOILETBATHROOMSUITABLE FOR

      PREMIUM

Performance
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Accessories

1K Wall Fitting Kit

TFF100-CF1W Fascia, Curved, Gloss White Finish, 202x202mm

TFF100-CF1S Fascia, Curved, Silver Finish, 210x202mm

TFF100-CF1BM Fascia, Curved, Brushed Metal Finish, 210x202mm

TFF100-DT1W Fascia, Circular Indent, Gloss White Finish, 210x202mm

TFF100-DT1S Fascia, Circular Indent, Silver Finish, 210x202mm

  IDEAL FOR NEW BUILD  &         REPLACEMENT

More information 
available on page 33.

SAPPHIRE RANGE

GREEN LINE PRODUCTS

Axial Fans

Accessories
1K Wall Fitting Kit
TFF100-CF1W Fascia, Curved, Gloss White Finish, 202x202mm
TFF100-CF1S Fascia, Curved, Silver Finish, 210x202mm
TFF100-CF1BM Fascia, Curved, Brushed Metal Finish, 210x202mm
TFF100-DT1W Fascia, Circular Indent, Gloss White Finish, 210x202mm
TFF100-DT1S Fascia, Circular Indent, Silver Finish, 210x202mm

www.polypipe.com/ventilation/fans Warranty: 2 yrs standard Technical assistance: Call 08443 715523 Email: vent.marketing@polypipe.com 

Axial Fans
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Models 
STF100-S      
STF100LV-S      
STF100-SBS      
STF100LV-SBS      
STF100-SR   
STF100-PC     
STF100LV-PC     
STF100-PCBS     
STF100LV-PCBS     
STF100-PCR     
STF100-T       
STF100LV-T       
STF100-TBS       
STF100LV-TBS       
STF100-TR     
STF100-H       
STF100LV-H       
STF100-HBS       
STF100LV-HBS       
STF100-HPC       
STF100LV-HPC       
STF100-HPCBS       
STF100LV-HPCBS       
STF100-HPCR      
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R  Extract rates comply with current  
Building Regulation requirements

  Provides effective ventilation

  Quiet in operation

  Stylish fascia to fit interior design scheme

  Ability to mix and match fascia options 

100mm (4") Standard Axial

Technical Data
Description 230V SELV (230/12V)
Max Extract Volume (l/s) 23 23
Max Extract Volume (m3/h) 83 83
Max Pressure (Pa) 25 28
Supply Frequency (Hz) 50 50
Specific Fan Power W/(l/s) 0.60 0.93
Max Power (W)  13.6 21.3
Max Sound dB(A)@3m  32  32
Weight (kg)  0.7 1.6 inc transformer

IP Rating  X4 X4 
Max Operating Temperature (°C) 40 40
Wall-Fit Hole Diameter (mm) 110 110
Warranty 2 yrs  2 yrs

SAPPHIRE RANGE

Measured in mm
A: 150     B: 150     C: 37     D: 99     E: 139     F: 75     G: 75
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Dimensions
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D

TOILETSUITABLE FOR BATHROOM

SHORT
DUCT

IDEAL FOR

RUNS

      PREMIUM     IDEAL REPLACEMENT

Performance
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Accessories

1K Wall Fitting Kit

TFF100-CF1W Fascia, Curved, Gloss White Finish, 202x202mm

TFF100-CF1S Fascia, Curved, Silver Finish, 210x202mm

TFF100-CF1BM Fascia, Curved, Brushed Metal Finish, 210x202mm

TFF100-DT1W Fascia, Circular Indent, Gloss White Finish, 210x202mm

TFF100-DT1S Fascia, Circular Indent, Silver Finish, 210x202mm

More information 
available on page 33.
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